


 

 

 

 

 

 

 

 

SPECIFICATIONS�š�š�š�š  

1000W Off-Grid Solar System Includes 
(1) 200W Solar Module x 5pcs (3) DC24V 45A Charge controller  

(2) 3000W Pure Sine Wave Solar Inverter (4) 100Ah@10HR 12V Deep Cycle Batteries x 8pcs 

  
(1) 200W Solar Module x 5pcs 

Solar Module 200W x 5pcs 
Vmp 27.22 V 
Imp 7.35 A 
Dimension�° L×W×H�± 1474 x 995 x 50mm 

 

Weight 18kgs 
(2) 3000W Pure Sine Wave Solar Inverter 

Input Vdc  10V - 16VDC,20V - 32VDC 
Output Vac 100/110/120V±2%�™220V/230/240V±2%�™DIP switch select 
Output frequency  50/60 Hz selectable±0.05% Accuracy 
Output waveform  Pure sine wave 
Dimensions�°L×W×H �±  490x285x185mm 

 

Weight 12kgs 
(3) DC24V 45A Charge Controller 

Features 

� Reverse polarity protection  
� Short-circuit protection 
� Over-current protection 
� Lightning and transient surge protection  
� High temperature protection 
� Prevents reverse current from battery at night 

Dimensions�°L×W×H �±  127 x 75 x 260 

�³

Weight 2kgs 
(4) 100Ah@10HR 12V Deep Cycle Batteries x 8pcs 

Features 100AH@10HR, Deep cycle, maintenance free 

Dimensions�° L×W×H�± 306X169X210mm 

 

Weight 30kgs 

Design based on Average Suns Hour �š �³4HR/Day�³
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SPECIFICATIONS：：：： 

180W Off-Grid Solar System Includes 
(1) 180W Solar Module x 1pc (3) DC24V 15A Charger Controller 

(2) 600W, 24V Pure Sine Wave Solar Inverter (4) 80AH@10HR 12V Deep Cycle Batteries x 2pcs 

(1) 185W Solar Module x 1pcs 

Solar Module Mono-Crystalline Solar Module 185W x 1pc 

Vmp 36.72V 

Imp 4.9A 

Dimension（L×W×H） 1576 x 810 x 50mm 

 

Weight 17kgs 

(2) 600W, 24V Pure Sine Wave Solar Inverter 

Input Vdc  20-32Vdc 

Output Vac 100/110/115/120/220/230/240 

Output frequency  50Hz or 60Hz 

Output waveform  True sine wave 

Dimensions（L×W×H） 270 ×170 × 72mm 

 Weight 3.5kgs 

(3) DC24V 15A Charger Controller 

Features 

◎ Reverse polarity protection 

◎ Over-temperature protection 

◎ Prevents reverse current from battery at night 

◎ High-Efficiency Dual-PWM Solar Lighting Controller  

Dimensions（L×W×H） 182 x 82.6 x 38.3mm 

 

Weight 0.8kgs 

(4) 80Ah@10HR 12V Deep Cycle Batteries x 2pcs 

Features 80AH@10HR, Deep cycle, maintenance free 

Dimensions（L×W×H） 259X168X216mm 

 

Weight 27.5kgs/each 

Design based on Average Suns Hour： 4HR/Day 
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SPECIFICATIONS：：：： 

320W Off-Grid Solar System Includes 
(1) 160W Solar Module x 2pcs (3) DC24V 15A Charger Controller 

(2) 600W, 24V Pure Sine Wave Solar Inverter (4) 150AH@10HR 12V Deep Cycle Batteries x 2pcs 

(1) 160W Solar Module x 2pcs 

Solar Module 160W x 2pcs 

Vmp 23.42V 

Imp 6.83A 

Dimension（L×W×H） 1316 x 995 x 50mm 

 

Weight 17kgs 

(2) 600W, 24V Pure Sine Wave Solar Inverter 

Input Vdc  20-32Vdc 

Output Vac 100/110/115/120/220/230/240 

Output frequency  50Hz or 60Hz 

Output waveform  True sine wave 

Dimensions（L×W×H） 270 ×170 × 72mm 

 Weight 3.5kgs 

(3) DC24V 15A Charger Controller 

Features 

◎ Reverse polarity protection 

◎ Over-temperature protection 

◎ Prevents reverse current from battery at night 

◎ High-Efficiency Dual-PWM Solar Lighting Controller  

Dimensions（L×W×H） 182 x 82.6 x 38.3mm 

 

Weight 0.8kgs 

(4) 150Ah@10HR 12V Deep Cycle Batteries x 2pcs 

Features 150AH@10HR, Deep cycle, maintenance free 

Dimensions（L×W×H） 484X168X241mm 

 

Weight 49kgs 

Design based on Average Suns Hour： 4HR/Day 
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SPECIFICATIONS：：：： 

500W Off-Grid Solar System Includes 
(1) 125W Solar Module x 4pcs (3) DC24V 30A Charger Controller 

(2) 1000W, 24V Pure Sine Wave Solar Inverter (4) 100Ah@10HR 12V Deep Cycle Batteries x 4pcs 

(1) 125W Solar Module x 4pcs 
Solar Module 125W  

Vmp 17.56V 

Imp 6.83A 

Dimension（L×W×H） 1474 x 660 x 35mm 

 

Weight 12kgs 

(2) 1000W, 24V Pure Sine Wave Solar Inverter 
Input Vdc  20-32Vdc 

Output Vac 100/110/115/120/220/230/240 

Output frequency  50Hz or 60Hz 

Output waveform  True sine wave 

Dimensions（L×W×H） 390 × 223 × 103mm 

 Weight 5.2kgs 

(3) DC 24V 30A Charger Controller 

Features 

� Suitable for all 12/24/48 voc lamps 
� LVD override protection  
� Temperature compensation 
� Rated for 25% overloads 
� Fully encapsulated in epoxy potting 

Dimensions（L×W×H） 236 x 65 x 35 mm 

 

Weight 0.4 kg 

(4) 100Ah@10HR 12V Deep Cycle Batteries x 4pcs 

Features 100AH@10HR rate, Deep cycle, maintenance free 

Dimensions（L×W×H） 306x169x210mm 

 

Weight 30 kgs 

Design based on Average Suns Hour： 4HR/Day 
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SPECIFICATIONS：：：： 

600W Off-Grid Solar System Includes 

(1) 200W Solar Module x 3pcs (3) DC24V 30A Charger Controller 

(2)1500W, 24V Pure Sine Wave Solar Inverter (4)120AH@10HR 12V Deep Cycle Batteries x 4pcs 
(1) 200W Solar Module x 3pcs 

Solar Module 200W x 3pcs 

Vmp 27.4 V 

Imp 7.3 A 

Dimension（L×W×H） 1474x995x50mm 

 

Weight 18kgs 

(2) 1500W, 24V Pure Sine Wave Solar Inverter 
Input Vdc  20-32Vdc 

Output Vac 100/110/115/120/220/230/240 

Output frequency  50Hz or 60Hz 

Output waveform  True sine wave 

Dimensions（L×W×H） 420× 223 × 103mm 

 
Weight 6.2kgs 

(3) DC24V 30A Charger Controller 

Features 

� Suitable for all 12/24/48 voc lamps 
� LVD override protection  
� Temperature compensation 
� Rated for 25% overloads 
� Fully encapsulated in epoxy potting 

Dimensions（L×W×H） 236 x 65 x 35 mm 

 

Weight  (kg) 0.4 kg 

(4) 120AH@10HR 12V Deep Cycle Batteries x 4pcs 

Features 120AH@10HR, Deep cycle, maintenance free 

Dimensions（L×W×H） 410x170x245mm 

 

Weight 41.2kgs 

Design based on Average Suns Hour： 4HR/Day 
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